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FEATURES AND BENEFITS

Vibrant Image Reproduction
Exceptional detail and color resolution

3D depth of image

Fade Resistant
Will not yellow with age

Chemical Resistant
Can be cleaned with ammonia, bleach, acetone,

rubbing alcohol, glass and all-purpose cleaners

Abrasion and Scratch Resistant

Flame Resistant

Moisture Resistant
Stain resistant
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Applications:

ChromaLuxe
Textured Photo Panels
ChromaLuxe Textured Photo Panels provide a unique tactile feel along with the 

durability and features that are synonymous with the ChromaLuxe name. These glare 

free, fingerprint resilient panels are perfect for desktop and wall art applications. 

Choose from ¼” thick Tempered Hardboard (THB) or 5/8” thick Medium Density 

Fiberboard (MDF) substrates for desktop display with a kickstand, or wall display with 

a nail in either landscape or portrait orientation.

Substrate: Tempered Hardboard and MDF (Medium Density Fiberboard)

Sheet Size: 48” x 96” (1219,2 x 2438,4mm)

Gauge: .25” (6.35mm), .625” (15.875mm)

Sheet Weight: 66 lbs. (.5”), 83 lbs. (.625”)

• Two finishes available in gloss and matte white

• MDF stocked sizes available from 5”x7” to 30”x40”

• Hardboard sizes available in 5”x5”, “5x7”, 6”x6”, 8”x10”

•  Meets Class C flame spread index 200 or less and

  smoke developed index 450 or less

• Hoffman Scratch Test result of 1800

Art Exhibits

Display/POP

Gallery Prints  

Healthcare 

Hospitality

Museums 

Restaurants

Signage

Wall Coverings

Coating Options
Textured
The textured coating is glare free and fingerprint 

resilient and [provides a unique tactile feel. The 

coating is ideal for premium signage, photography, 

and illustrations in high traffic commercial and 

residential areas.
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